
13

13

13

13

13

13

14

A

1. SALVAGED ITEMS SHALL BE DELIVERED BY CONTRACTOR TO LOCATION REVIEWED

AND APPROVED BY THE ENGINEER PRIOR TO CONSTRUCTION.

2. UNLESS OTHERWISE NOTED, ALL EXISTING TREES SHALL REMAIN AND BE PROTECTED.

3. REFER TO SHEET L-4 NOTES FOR INFORMATION REGARDING DRAINAGE OF POND.

4. CONTRACTOR SHALL INCLUDE IN THEIR BID A LINE ITEM FOR APPROXIMATELY 1,000 LF

OF TEMPORARY CONSTRUCTION FENCE & TWO (2) SETS OF DOUBLE GATES. EXACT

LIMITS SHALL BE VERIFIED & APPROVED BY ENGINEER PRIOR TO CONSTRUCTION. BID

SHALL INCLUDE CHAIN, MASTER LOCK & KEYS FOR EACH GATE SET.

5. CONTRACTOR, PRIOR TO ANY WORK WITHIN THE PARK, SHALL MEET WITH THE

OWNER'S REPRESENTATIVES TO FLAG AND NUMBER ALL THE TREES WITHIN THE

PARK. EACH TREE SHALL BE ASSIGNED A UNIQUE NUMBER AND OWNER'S

REPRESENTATIVES TO CONFIRM DISPOSITION (REMOVAL, RELOCATION, OR PROTECT

IN PLACE) OF TREE PRIOR TO ANY CONTRACTOR ACTIVITY RELATED TO THE TREES.

THE TREES MARKED FOR RELOCATION SHALL BE INCLUDED ON A PLAN SHEET

SHOWING THE EXISTING AND PROPOSED LOCATIONS FOR EACH TREE. TREES SHALL

BE FLAGGED WITH COMPASS ORIENTATION.

12

DEMO EXISTING CURB CUT

& PAVING

12

13

13

A

B

3

9
8

6

5

17

17

18

18

18

18

2

3

13

21

17

16

17

17

19

17

20

16

16

17

17

15

16

15

15

15

15

16

15

15

15

16

15

15

PROTECT IN PLACE

DEMO / REMOVE

RELOCATE  / SALVAGE

#

#

#

RELOCATE / SALVAGE EXISTING LIGHT POLES

PROTECT IN PLACE  EXISTING WALL/FENCE

8 EA

PROTECT IN PLACE  EXISTING BACKFLOW AND CAGE1 EA

-

1 EA

2

3

PROTECT IN PLACE  EXISTING EXISTING DUCK X-ING SIGN1 EA5

PROTECT IN PLACE  EXISTING ELECTRICAL BOX2 EA6

-7

PROTECT IN PLACE  EXISTING FIRE HYDRANT2 EA8

PROTECT IN PLACE  EXISTING PARK MONUMENT SIGN1 EA9

RELOCATE / SALVAGE  EXISTING CITY OF LAKE FOREST PARK RULES SIGN
1 EA

11

PROTECT IN PLACE  EXISTING CONCRETE GUTTER/CREEK

DEMO AND REMOVE EXISTING CONCRETE PAVING-13

DEMO AND REMOVE EXISTING CONCRETE MOW CURB-14

DEMO AND REMOVE EXISTING PLANTING MATERIAL

-

12

4 EA

RELOCATE / SALVAGE EXISTING BENCH2 EA21

16 RELOCATE / SALVAGE EXISTING PICNIC BENCH

12 EA17 RELOCATE / SALVAGE EXISTING WASTE RECEPTACLE

5 EA18 RELOCATE / SALVAGE EXISTING PARK SIGN

1 EA19 RELOCATE / SALVAGE EXISTING BIKE RACK

1 EA20

RELOCATE / SALVAGE EXISTING WATER FOUNTAIN. CAP

EXISTING WATERLINE AS NECESSARY

DEMO AND REMOVE EXISTING TREE29 EA15

1 EA
22

1

4

10

23

PROTECT IN PLACE EXISTING RECIRCULATING WATER PUMP OUTLET1 EA

3 EA

DEMO AND REMOVE EXISTING PEDESTRIAN BRIDGE1 EA

EXISTING BENCHES, TREE, & PLAQUE SHALL REMAIN & BE PROTECTED IN

PLACE

24

RELOCATE EXISTING TREES TO LOCATIONS ON PLANTING PLANS11 EA16

RELOCATE / SALVAGE EXISTING IRRIGATION CONTROLLER

RELOCATE EXISTING MEMORIAL PLAQUES TO LOCATIONS ON

CONSTRUCTION PLANS

13

22

1

1

1

4

15

15

15

16

15

15

15

15

15

23

23

23

EXISTING CURB OR EDGE

OF PAVEMENT

EXISTING CONTOUR LINES

EXISTING SPOT ELEVATION

SYMBOL LEGEND

LIMIT OF WORK LINE

EXISTING WALL & FENCE

EXISTING LIGHT POLE

EXISTING SIGN

RIGHT-OF-WAY LINE

EXISTING TREE

EXISTING WALK

EXISTING FIRE HYDRANT

EXISTING MANHOLE

EXISTING WASTE RECEPTACLE

EXISTING ELECTRIC BOX

15

15

16

23

2

2

2

2

2

2

2

2

2

2

2

2

2

2

1
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2
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14

B

A

12

14

13

13

B

13

13

17

17

21

16

17

17

3

7

3

11

3

8

6

7

18

3

15

15

15

15

15

15

15

15

15

PROTECT IN PLACE

DEMO / REMOVE

RELOCATE  / SALVAGE

#

#

#

RELOCATE / SALVAGE EXISTING LIGHT POLES

PROTECT IN PLACE  EXISTING WALL/FENCE

8 EA

PROTECT IN PLACE  EXISTING BACKFLOW AND CAGE1 EA

-

1 EA

2

3

PROTECT IN PLACE  EXISTING EXISTING DUCK X-ING SIGN1 EA5

PROTECT IN PLACE  EXISTING ELECTRICAL BOX2 EA6

-7

PROTECT IN PLACE  EXISTING FIRE HYDRANT2 EA8

PROTECT IN PLACE  EXISTING PARK MONUMENT SIGN1 EA9

RELOCATE / SALVAGE  EXISTING CITY OF LAKE FOREST PARK RULES SIGN
1 EA

11

PROTECT IN PLACE  EXISTING CONCRETE GUTTER/CREEK

DEMO AND REMOVE EXISTING CONCRETE PAVING-13

DEMO AND REMOVE EXISTING CONCRETE MOW CURB-14

DEMO AND REMOVE EXISTING PLANTING MATERIAL

-

12

4 EA

RELOCATE / SALVAGE EXISTING BENCH2 EA21

16 RELOCATE / SALVAGE EXISTING PICNIC BENCH

12 EA17 RELOCATE / SALVAGE EXISTING WASTE RECEPTACLE

5 EA18 RELOCATE / SALVAGE EXISTING PARK SIGN

1 EA19 RELOCATE / SALVAGE EXISTING BIKE RACK

1 EA20

RELOCATE / SALVAGE EXISTING WATER FOUNTAIN. CAP

EXISTING WATERLINE AS NECESSARY

DEMO AND REMOVE EXISTING TREE29 EA15

1 EA
22

1

4

10

23

PROTECT IN PLACE EXISTING RECIRCULATING WATER PUMP OUTLET1 EA

3 EA

DEMO AND REMOVE EXISTING PEDESTRIAN BRIDGE1 EA

EXISTING BENCHES, TREE, & PLAQUE SHALL REMAIN & BE PROTECTED IN

PLACE

24

RELOCATE EXISTING TREES TO LOCATIONS ON PLANTING PLANS11 EA16

RELOCATE / SALVAGE EXISTING IRRIGATION CONTROLLER

RELOCATE EXISTING MEMORIAL PLAQUES TO LOCATIONS ON

CONSTRUCTION PLANS

1

1

1

1

1

10

24

15

16

EXISTING CURB OR EDGE

OF PAVEMENT

EXISTING CONTOUR LINES

EXISTING SPOT ELEVATION

SYMBOL LEGEND

LIMIT OF WORK LINE

EXISTING WALL & FENCE

EXISTING LIGHT POLE

EXISTING SIGN

RIGHT-OF-WAY LINE

EXISTING TREE

EXISTING WALK

EXISTING FIRE HYDRANT

EXISTING MANHOLE

EXISTING WASTE RECEPTACLE

EXISTING ELECTRIC BOX

1. REMOVE THE FREE STANDING WATER FROM THE POND AND DISCHARGE ON SITE INTO THE SEWER OUTLET UPON APPROVAL FROM THE LOCAL

SEWER DISTRICT WHO WILL ACCEPT THE POND WATER. IN THE EVENT THAT THE SEWER DISTRICT DOES NOT ALLOW OR ACCEPT THE WATER, IT

WILL HAVE TO BE HAULED OFF SITE FOR DISPOSAL. CONTRACTOR TO INCLUDE IN THEIR BID AND FEE FOR WATER REMOVAL. CONTRACTOR TO

PROVIDE FEE FOR REMOVAL OF WATER THROUGH THE SANITARY SEWER. AS A BID ALTERNATE, CONTRACTOR TO PROVIDE FEE FOR

TRANSPORTATION OF WATER OFF-SITE. CONTRACTOR TO PROVIDE THE UNIT COST FOR THE REMOVAL OF THE WATER IN THE BID FORMS.

2. FISH, TURTLES AND OTHER WILD LIFE SHALL BE REMOVED AND CARED FOR BY AN APPROVED WILDLIFE EXPERT (AQUABIO ENVIRONMENTAL

TECHNOLOGIES - OFFICE: 310-397-3114)

3. RINSE SIDES OF POND AS THE LEVEL OF THE POND DROPS WITH WATER PROVIDED ONSITE. CONTRACTOR TO WORK ALONGSIDE WILDLIFE

COMPANY SO WORK CAN BE DONE AT THE SAME TIME AS WATER LEVEL DECREASES.

4. CONTRACTOR TO REMOVE SEDIMENT FROM THE BOTTOM OF THE POND USING ONE OF THE FOLLOWING METHODS. CONTRACTOR TO PROVIDE FEE

FOR EACH METHOD IN THE BID FORM.

A. METHOD 1 - AFTER DRAINING WATER FROM THE POND, ALLOW THE SEDIMENT TO DRY AND HAUL OFF SITE FOR DISPOSAL.

B. METHOD 2 - MOVE SEDIMENT (ESTIMATED AT 2,700 C.Y.) TO THE DEPRESSION IN THE POND MINIMIZING THE AREA TAKEN UP BY THE

SEDIMENT AND COVER WITH 6" THICK LAYER OF CLAY MATERIAL PER THE GEOTECHNICAL REQUIREMENTS.

C. METHOD 3 - AFTER DRAINING WATER FROM THE POND, SEDIMENT TO BE PLACED IN SEDIMENT DISPOSAL BAGS (DIVERSIFIED WATERSCAPES,

INC - (949) 582-5414 OR AN APPROVED EQUAL) AND ALLOWED TO DRY, THEN HAULED OFF SITE FOR DISPOSAL.

D. METHOD 4 - ALLOW SEDIMENT MATERIAL TO DRY AND MIX WITH SOIL AND USE AS AN AMENDMENT FOR USE ON SITE. ALL WORK SHALL BE

PER THE GEOTECHNICAL REQUIREMENTS.

5. CONTRACTOR TO COORDINATE WITH ONSITE GEOTECHNICAL ENGINEER TO DETERMINE LIMITS OF SOIL LINER AND SEDIMENT. CONTRACTOR TO

REPAIR ANY DAMAGED LINER AND CONDUCT A WATER LEAKAGE TEST BEFORE DRAINING THE LAKE AND AFTER THE CONSTRUCTION FOR THE LAKE

IS COMPLETED.

6. CONTRACTOR TO PROVIDE NECESSARY ENZYMES (DIVERSIFIED WATERSCAPES, INC.) AS REQUIRED FOR REMOVAL OF ODORS EMANATING FROM

THE SEDIMENT. ENZYMES NEED TO BE ADDED PRIOR TO COMPLETE REMOVAL OF THE WATER FROM THE LAKE AS RECOMMENDED BY THE ENZYME

SUP0PLIER. CONTRACTOR TO PROVIDE ENZYME LINE ITEM INCLUDING UNIT PRICE IN BID FORMS.

7. REMOVE AND DISPOSE OF VEGETATION THAT OCCURS FROM THE PERIMETER OF POND.

8. AT CONCLUSION OF PROJECT, CONTRACTOR SHALL REMOVE ALL EQUIPMENT AND DEBRIS RESULTING FROM THEIR WORK.

1. SALVAGED ITEMS SHALL BE DELIVERED BY

CONTRACTOR TO LOCATION REVIEWED AND

APPROVED BY THE ENGINEER PRIOR TO

CONSTRUCTION.

2. UNLESS OTHERWISE NOTED, ALL EXISTING

TREES SHALL REMAIN AND BE PROTECTED.

REFER TO CIVIL PLANS AND SHEET L-3 FOR

ADDITIONAL INFORMATION ON TREES.

3. CONTRACTOR SHALL PAY FOR AND PULL

PERMITS TO DRAIN EXISTING WATER  AND

REMOVE SLUDGE FROM LAKE. CONTRACTOR

SHALL PROVIDE LAKE DRAINING & SLUDGE

REMOVAL PROCESS & SCHEDULE TO

ENGINEER FOR REVIEW FOR REVIEW AND

APPROVAL PRIOR TO CONSTRUCTION

4. REFER TO SHEET L-3 FOR TREE REMOVAL

AND RELOCATION.
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16

16

16

15

15

2

2

2

2

2

2

2

2

2

2
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A

BENCH

SCALE: NTS

NOTES:

1. VICTOR STANLEY, MODEL: CM-14

2. BACKLESS SEATING WITH DUCTILE-IRON END FRAMES

COLOR: MINT GREEN RAL #6029 WITH GREY RECYCLED

PLASTIC SLATES

6' LENGTH

3. BOLT INTO CONCRETE PAVING W/ STAINLESS STEEL BOLTS -

ONE (1) BOLT PER LEG.

D F

LANDSCAPE BOULDER

SCALE: NTS

1

2

4

2

3

NOTES:

1. BOULDER / ROCK - TO BE COLORADO MOSS FROM SOUTHWEST BOULDERS.

2. FINAL LOCATION OF BOULDERS SHALL BE APPROVED BY ENGINEER, LOCATED

ON CONSTRUCTION PLAN SHEET L-5.

3. CONTRACTOR TO PROVIDE SAMPLES TO ENGINEER FOR REVIEW, APPROVAL

AND PURCHASE PRIOR TO INSTALLATION.

4. REFER TO BOULDER LEGEND FOR BOULDER SIZES, SEE SHEETS L-5, L-6.

1

2

3

4

B

ENTRY OVERHEAD STRUCTURE

SCALE: 3/8"=1'-0"

WELD BOTH SIDES TUBE

STEEL LATTICE TO BEAM

NOTES:

1. TUBULAR STEEL COLOR SHALL BE BLACK, FINISH SHALL BE POLISHED.

2. PRECAST CONCRETE AMENITIES AVAILABLE FROM QUICKCRETE PRODUCTS, 951-737-6240 OR

APPROVED EQUAL.

3. ALL METAL MEMBERS SHALL BE GALVANIZED.

4. REFER TO STRUCTURAL ENGINEER'S CALCULATIONS & DETAILS IN SPECIFICATION APPENDIX.

STRUCTURAL INFO TAKES PRECEDENCE.

5. OVERHEAD METAL STRUCTURE AVAILABLE FROM EXCEL BRIDGES AT 562-944-0701 OR AN

APPROVED EQUAL.

6. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS OF THE OVERHEAD STRUCTURES &

PILASTERS TO THE ENGINEER FOR REVIEW & APPROVAL PRIOR TO CONSTRUCTION.

7. REFER TO THE SITE FURNISH SECTION WITHIN THE SPECIFICATIONS FOR ADDITIONAL

INFORMATION.

1

1

1

2

22

3

3

4

4

5

55

1

66

6

77

8

8

9

10

11

12

13

14

15

16

SEE ENLARGEMENT

'A' & 'B'

6

7

ELEVATION: A - LOOKING SOUTH FROM RIDGE ROUTE DRIVE ELEVATION: B 

SECTION

PILASTER PLAN

SC: 3/4"=1'-0"

ENLARGEMENT 'B'

SC: 3/4"=1'-0"

C

L

C

L

3

4

2

1

6

5
PLAN VIEW

17

15

11

12

13

14

1

2

3

4

5

6

7

8

11

12

13

14

15

9

10

16

17

WELD BOTH SIDES TUBE

STEEL LATTICE TO BEAM

AA

HSS TO HSS CONNECTION 

SC: NTS

PLAN VIEW SECTION A-A

10

16

1

ENLARGMENT 'A' - CONNECTION

OF STEEL TUBE TO PILASTER

A

B

E

INTERPRETIVE PANEL

SCALE: NTS

NOTES:

1. PANEL SHALL BE 24"x36", UV-RESISTANT INK PLOT MOUNTED ON 1 MIL SINTRA.

SPECIAL: LAMINATE WRAPPED TO THE BACK OF PANEL. USE REPLACEABLE

LEXAN COVER. BACKGROUND COLOR: PANTONE R 293 AT 8 PERCENT.

2. JPEG COLOR READY FILE SHALL BE PROVIDED BY CITY TO CONTRACTOR.

3. CONTRACTOR SHALL INCLUDES IN THEIR BID A LINE ITEM TO PAY FOR &

COORDINATE WITH IZONE IMAGING 254-778-0722, REGARDING SIGN PANELS,

TOTAL OF ONE(1). 4. CONTRACTOR SHALL PROVIDE FULL SIZE MOCK-UP

TO ENGINEER FOR REVIEW & APPROVAL PRIOR TO

CONSTRUCTION.

5. CONTRACTOR SHALL ATTACH PANEL TO STEEL

FRAME WITH METHOD REVIEWED & APPROVED BY

ENGINEER PRIOR TO CONSTRUCTION.

6. REFER TO DETAIL 'H', SHEET L-8 FOR ADDITIONAL

INTERPRETIVE SIGN INFORMATION.

C

BRIDGE 'A'

SCALE: NTS

1

2

3

4

5

7

8

9

10

9

5

9

3

1

5

1

10

6

11

12

15

12

6

110

4

11

8

2

13

13

13

14

14

11 5

NOTES:

1. CONTRACTOR SHALL PAY FOR  & INCLUDE IN THEIR BID THE REVIEW

& ANALYSIS OF BRIDGE BY A LICENSED STRUCTURAL ENGINEER'S

RECOMMENDATION SHALL BE A PART OF THIS DETAIL THAT THE

CONTRACTOR'S BID INCLUDES.

2. ALL WOOD MEMBERS SHALL BE PAINTED W/ EXTERIOR PAINT &

COLOR PER LANDSCAPE ARCHITECT.

3. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS TO ENGINEER FOR

REVIEW & APPROVAL PRIOR TO CONSTRUCTION.
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2
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9

5

9

3

15

5

1

13

11

10

16
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12

6
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1

B

1

B

1

B

1

B

1

B

1

T

T

T

P

T
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P
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2

B

1

P
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1

P

T

 

1

P

T

 

1

P

T

 

1

B

A

B

A

B

C

B

B

A

C

B

2

B

2

N: 2174670.44

E: 6118060.95

N: 2174645.98

E: 6118116.58

N: 2174615.02

E: 6118120.14

36" BOX

N: 2174779.91

E: 6118120.20

48" BOX

A

B

A

EXISTING CURB OR EDGE

OF PAVEMENT

EXISTING CONTOUR LINES

EXISTING SPOT ELEVATION

SYMBOL LEGEND

LIMIT OF WORK LINE

EXISTING WALL AND

FENCE

PROPOSED WALK

EXISTING LIGHT POLE

EXISTING SIGN

RIGHT-OF-WAY LINE

EXISTING TREES

EXISTING WALK

EXISTING FIRE HYDRANT

EXISTING MANHOLE

DOGI-POT

DRINKING FOUNTAIN

STD. PICNIC TABLE

BENCH

TRASH RECEPTACLE

BIRD HOUSE

ADA PICNIC TABLE

PT 1

BH

B1

PLANTING AREAPA

PLANTING PLAN NOTES

1. REFER TO SHEET L-19 FOR COMPLETE PLANT LIST & DETAILS

2. ALL SHRUB PLANTING AREAS SHALL RECEIVE 3" THICK LAYER OF

MULCH. REFER TO SPECS.

3. TREES SHALL MAINTAIN A MINIMUM 10' HORIZONTAL SEPARATION

FROM ALL PUBLIC WATER FACILITIES

1. CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT NECESSARY

TO FURNISH AND INSTALL PLANT MATERIAL AS SHOWN ON THE DRAWINGS AND AS

DESCRIBED IN THE SPECIFICATIONS.

2. UNLESS DESIGNATED ON THE DRAWINGS OTHERWISE, STRUCTURAL IMPROVEMENTS

AND HARDSCAPE SHALL BE INSTALLED PRIOR TO PLANTING OPERATIONS.

3. ALL WORK ON THE IRRIGATION SYSTEM, INCLUDING HYDROSTATIC,  COVERAGE, AND

OPERATIONAL TESTS AND THE BACKFILLING AND COMPACTION OF TRENCHES SHALL

BE PERFORMED PRIOR TO PLANTING OPERATIONS.

4. PLANT LIST ON THE DRAWINGS SHALL BE USED AS A GUIDE ONLY. CONTRACTOR

SHALL TAKEOFF AND VERIFY SIZES AND QUANTITIES BY PLAN CHECK.

5. SAMPLES OF FERTILIZERS, ORGANIC AMENDMENT, SOIL CONDITIONERS, AND SEED

SHALL BE SUBMITTED PRIOR TO INCORPORATION.

6. LOCATIONS OF PLANT MATERIAL SHALL BE REVIEWED ON SITE BY THE LANDSCAPE

ARCHITECT PRIOR TO INSTALLATION.

7. PROPOSE ON AMENDMENTS AS STATED IN THE SPECIFICATIONS.  OBTAIN

AGRICULTURAL SOILS TESTING AND RECOMMENDATIONS AFTER GRADING

OPERATIONS AND PRIOR TO PLANT INSTALLATION.

8. IF, DURING PLANTING OPERATIONS THERE SEEMS TO BE MINIMAL OR NO

PERCOLATION IN PLANTING PITS, CONTRACTOR SHALL CEASE PLANTING

OPERATIONS AND IMMEDIATELY NOTIFY THE AUTHORIZED CITY REPRESENTATIVE TO

DISCUSS ALTERNATIVE TO MAINTAINING POSITIVE ROOTBALL DRAINAGE MEASURES.

9. FOR ADDITIONAL INFORMATION REFER TO SPECIFICATIONS.

10.EXISTING IRRIGATION OUTSIDE SCOPE OF WORK SHALL REMAIN FULLY

OPERATIONAL & BE PROTECTED IN PLACE.

11.CONTRACTOR SHALL ADJUST IRRIGATION HEADS AND LATERAL LINES AS

NECESSARY TO ACCOMMODATE MODIFICATIONS TO EXISTING PLANTERS AND

PROVIDE 100% IRRIGATION COVERAGE TO PROPOSED PLANTER AREAS.

2

2

1. UNLESS OTHERWISE NOTED, EXISTING "EXPAND THE FOREST"

TREES TO BE PROTECTED IN PLACE

2. CONTRACTOR, PRIOR TO ANY WORK WITHIN THE PARK, SHALL

MEET WITH THE OWNER'S REPRESENTATIVES TO FLAG AND

NUMBER ALL THE TREES WITHIN THE PARK. EACH TREE SHALL BE

ASSIGNED A UNIQUE NUMBER AND OWNER'S REPRESENTATIVES

TO CONFIRM DISPOSITION (REMOVAL, RELOCATION, OR PROTECT

IN PLACE) OF TREE PRIOR TO ANY CONTRACTOR ACTIVITY

RELATED TO THE TREES. THE TREES MARKED FOR RELOCATION

SHALL BE INCLUDED ON A PLAN SHEET SHOWING THE EXISTING

AND PROPOSED LOCATIONS FOR EACH TREE. TREES SHALL BE

FLAGGED WITH COMPASS ORIENTATION.

3. MEMORIAL PLAQUES SHALL BE RELOCATED W/ THEIR RESPECTIVE

TREES. REFER TO SHEETS L-3 AND L-4 FOR QUANTITY.

N: 2174721.92

E: 6117961.45

2

1

2

1
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1

B

1

B

1

A

B

C

B

C

36" BOX

48" BOX

N: 2174270.33

E: 6118103.85

48" BOX

48" BOX

36" BOX

36" BOX

N: 2174468.84

E: 6118067.67

EXISTING CURB OR EDGE

OF PAVEMENT

EXISTING CONTOUR LINES

EXISTING SPOT ELEVATION

SYMBOL LEGEND

LIMIT OF WORK LINE

EXISTING WALL AND

FENCE

PROPOSED WALK

EXISTING LIGHT POLE

EXISTING SIGN

RIGHT-OF-WAY LINE

EXISTING TREES

EXISTING WALK

EXISTING FIRE HYDRANT

EXISTING MANHOLE

DOGI-POT

DRINKING FOUNTAIN

STD. PICNIC TABLE

BENCH

TRASH RECEPTACLE

BIRD HOUSE

ADA PICNIC TABLE

PT 1

BH

B1

PLANTING AREAPA

B

A

B

1. REFER TO SHEET L-19 FOR COMPLETE PLANT LIST & DETAILS

2. ALL SHRUB PLANTING AREAS SHALL RECEIVE 3" THICK LAYER OF

MULCH. REFER TO SPECS.

3. TREES SHALL MAINTAIN A MINIMUM 10' HORIZONTAL SEPARATION

FROM ALL PUBLIC WATER FACILITIES

IF, DURING PLANTING OPERATIONS THERE SEEMS TO BE MINIMAL OR NO

PERCOLATION IN PLANTING PITS, CONTRACTOR SHALL CEASE PLANTING

OPERATIONS AND IMMEDIATELY NOTIFY THE AUTHORIZED OWNER/CITY

REPRESENTATIVE TO DISCUSS ALTERNATIVE TO MAINTAINING POSITIVE

ROOTBALL DRAINAGE MEASURES.

LOCATIONS OF PLANT MATERIAL SHALL BE REVIEWED ON SITE BY THE

AUTHORIZED OWNER/CITY REPRESENTATIVE PRIOR TO INSTALLATION.

CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT

NECESSARY TO FURNISH AND INSTALL PLANT MATERIAL AS SHOWN ON THE

DRAWINGS AND AS DESCRIBED IN THE SPECIFICATIONS.

SAMPLES OF FERTILIZERS, ORGANIC AMENDMENT, SOIL CONDITIONERS, AND

SEED SHALL BE SUBMITTED PRIOR TO INCORPORATION.  CONTRACTOR

SHALL FURNISH TO THE AUTHORIZED OWNER/CITY REPRESENTATIVE A

CERTIFICATE OF COMPLIANCE FOR SUCH FURNISHED MATERIALS.

PLANT LIST ON THE DRAWINGS SHALL BE USED AS A GUIDE ONLY.

CONTRACTOR SHALL TAKEOFF AND VERIFY SIZES AND QUANTITIES BY PLAN

CHECK.

ALL WORK ON THE IRRIGATION SYSTEM, INCLUDING HYDROSTATIC,

COVERAGE, AND OPERATIONAL TESTS AND THE BACKFILLING AND

COMPACTION OF TRENCHES SHALL BE PERFORMED PRIOR TO PLANTING

OPERATIONS.

UNLESS DESIGNATED ON THE DRAWINGS OTHERWISE, STRUCTURAL

IMPROVEMENTS AND HARDSCAPE SHALL BE INSTALLED PRIOR TO PLANTING

OPERATIONS.

PLANTING PLAN NOTES

PROPOSE ON AMENDMENTS AS STATED IN THE SPECIFICATIONS.  OBTAIN

AGRICULTURAL SOILS TESTING AND RECOMMENDATIONS AFTER GRADING

OPERATIONS AND PRIOR TO PLANT INSTALLATION.

PLANT MATERIAL SHALL BE REVIEWED AND APPROVED AUTHORIZED

OWNER/CITY REPRESENTATIVE PRIOR TO PLANTING.

FOR ADDITIONAL INFORMATION REFER SOILS REPORT, SHEET L-3 AND TO

PLANTING NOTES AND SPECIFICATIONS.

CONTRACTOR SHALL ADJUST IRRIGATION HEADS AND LATERAL LINES AS

NECESSARY TO ACCOMMODATE MODIFICATIONS TO EXISTING PLANTERS

AND PROVIDE 100% IRRIGATION COVERAGE TO PROPOSED PLANTER AREAS.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

1. UNLESS OTHERWISE NOTED, EXISTING "EXPAND THE FOREST"

TREES TO BE PROTECTED IN PLACE

2. CONTRACTOR, PRIOR TO ANY WORK WITHIN THE PARK, SHALL

MEET WITH THE OWNER'S REPRESENTATIVES TO FLAG AND

NUMBER ALL THE TREES WITHIN THE PARK. EACH TREE SHALL BE

ASSIGNED A UNIQUE NUMBER AND OWNER'S REPRESENTATIVES

TO CONFIRM DISPOSITION (REMOVAL, RELOCATION, OR PROTECT

IN PLACE) OF TREE PRIOR TO ANY CONTRACTOR ACTIVITY

RELATED TO THE TREES. THE TREES MARKED FOR RELOCATION

SHALL BE INCLUDED ON A PLAN SHEET SHOWING THE EXISTING

AND PROPOSED LOCATIONS FOR EACH TREE. TREES SHALL BE

FLAGGED WITH COMPASS ORIENTATION.

3. MEMORIAL PLAQUES SHALL BE RELOCATED W/ THEIR RESPECTIVE

TREES. REFER TO SHEETS L-3 AND L-4 FOR QUANTITY.

N: 2174268.16

E: 6118138.56

N: 2174243.63

E: 6118099.43

N: 2174246.67

E: 6118120.19

LOCATION OF RELOCATED TREES, TYP.

36" BOX

2

2

2

2

2

2

2

2

48" BOX

2

N: 2174272.48

E: 6118051.26

2

2

2

2

1
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GEIJERA PARVIFOLIA AUSTRALIAN WILLOW 24" BOX

CHITALPA X TASHKENTENSIS CHITALPA 24" BOX

MELALEUCA LINARIIFOLIA FLAX LEAF PAPER BARK

LAURUS 'SARATOGA' SARATOGA LAUREL 24" BOX

24" BOXAGONIS FLEXUOSA PEPPERMINT TREE

QUERCUS ILEX HOLLY OAK

CHORISIA SPECIOSA FLOSS SILK TREE

ARBUTUS 'MARINA' MARINA ARBUTUS 24" BOX

TEUCRIUM FRUTICANS BUSH GERMANDER 1 GAL.

CALLISTEMON 'LITTLE JOHN' LITTLE JOHN BOTTLEBRUSH 1 GAL.

LEUCOPHYLLUM FRUT. TEXAS RANGER 5 GAL.

LANTANA MONTEVIDENSIS PURPLE TRAILING LANTANA

WESTRINGIA 'WYNYABBIE GEM' WYNYABBIE GEM WESTRINGIA 5 GAL.

DIETES BICOLOR FORTNIGHT LILY 5 GAL.

CEANOTHUS M. 'VALLEY VIOLET' VALLEY VIOLET CEANOTHUS

ROSMARINUS O. 'TUSCAN BLUE' TUSCAN BLUE ROSEMARY 5 GAL.

BACCHARIS PILULARIS COYOTE BRUSH

RHAPHIOLEPIS INDICA 'PINK LADY' PINK LADY INDIAN HAWTHORN 5 GAL.

ARCTOSTAPHYLOS DENSIFLORA HARMONY MANZANITA 5 GAL.

CERCIS OCCIDENTALIS WESTERN REDBUD

24" BOX

1 GAL.

24" BOX

CARISSA MAC. TOMLINSON NATAL PLUM
1 GAL.

8

8

9

4

10

18

57

60

84

147

356

298

61

5

73

3

325

SYMBOL
BOTANICAL NAME COMMON NAME SIZE QTY

PLANTING LEGEND

TREES

SHRUBS  (PARK AREA)

GROUND COVERS

WESTRINGIA FRUITCOSA WESTRINGIA 5 GAL.

T-5

T-4

T-7

T-6

T-1

T-8

T-9

T-2

S-11

S-2

S-7

G-1

S-1

S-5

S-6

S-4

S-10

G-2

G-3

S-8

S-9

T-3

S-3

1 GAL. @ 36" O.C.

1 GAL. @ 36" O.C.

43

JUNIPERUS HORIZONTALIS 'BLUE CHIP' BLUE CHIP JUNIPER

LANTANA CAMARA LANTANA
G-4

1 GAL. @ 36" O.C.

1 GAL. @ 24" O.C.

GRAND SLAM 'SALINE' TURF GRASS

TURF

T-1 SEED (STOVER SEED)

LUPINUS SPP. BIGLEAF LUPINE 1 GAL.

ASCLEPIAS CURASSAVICA TROPICAL MILKWEED 4" POT

ERIOGONUM FASCICULATUM CALIFORNIA BUCKWHEAT 1 GAL.

MONDARDELLA 'MOUNTAIN' COYOTE MINT 1 GAL.

ENCELIA CALIFORNICA ENCELIA 1 GAL.

ERIGERON GLAUCUS SEASIDE DAISY 4" POT

CISTUS X. SPP. ROCK ROSE

LAVANDULA SPP. LAVENDER 1 GAL.

ERIOPHYLLUM LANATUM GOLDEN YARROW 1 GAL.

EURYOPS PECTINATUS EURYOPS 1 GAL.

1 GAL.

ASCLEPIAS FASCICULARIS BUTTERFLY BUSH
1 GAL.

103

57

93

122

32

49

155

129

102

48

28

SHRUBS  (BUTTERFLY GARDEN AREA)

PERITYLE INCANA GUADALUPE ISLAND ROCK DAISY 4" POT.

B-11

B-2

B-7

B-1

B-12

B-5

B-6

B-4

B-10

B-8

B-9

B-3

B-13

58

TAGETES LEMONII MEXICAN MARIGOLD 1 GAL.

VITEX SPP. LILAC 5 GAL.

SALVIA GREGII AUTUMN SAGE 1 GAL.

SALVIA CLEVELANDII CLEVELAND SAGE 1 GAL.

49

17

181

98

B-16

B-15

B-14

JUNCUS PATENS CALIFORNIA GREY RUSH PLUG/LINER

FESTUCA CALIFORNICA CALIFORNIA FESCUE PLUG/LINER

MUHLENBERGIA RIGENS DEER GRASS 1 GAL.

LOMANDRA LONGIFOLIA 'BREEZE' BREEZE MAT RUSH
PLUG/LINER

ORNAMENTAL GRASSES

O-2

O-1

O-4

O-3

NO-MOW FESCUE NO-MOW GRASST-2 SOD

PLATANUS ACERFOLIA

MAGNOLIA GRANDIFLORA 24" BOX

PINUS CANARIENSIS 24" BOX

GINKGO BILOBA 24" BOX

5

2

4

6
T-11

T-10

T-12

T-13

24" BOX

SOUTHERN MAGNOLIA

LONDON PLANE TREE

CANARY ISLAND PINE

MAIDENHAIR TREE

PYRUS KAWAKAMIIT-14 EVERGREEN PEAR

PINUS PINEA 48" BOX 1T-15 ITALIAN STONE PINE

PLATANUS RACEMOSAT-16 CALIFORNIA SYCAMORE

141

167

630

612

442

249

328

860

62,402 SF

12,056 SF

3" THICK LAYER OF MULCH     (REFER TO PLANTING PLAN NOTES FOR ADDITIONAL MULCH)
5,018 SF

36" BOX 2

24" BOX 7

48" BOX 1

24" BOX 3

36" BOX 2

24" BOX 3

48" BOX 2

36" BOX 1

48" BOX 1

PINUS CANARIENSIS 24" BOXT-17 CANARY ISLAND PINE

RELCOATED

1

1

2

4

1

2

C
O

N
T

A
I
N

E
R

D
E

P
T

H
 
O

F

2 x DIAMETER

OF ROOT BALL

CERTIFIED COMPACTED

SEE PLANTING 

SPECIFICATIONS PRIOR

PLANT MATERIALS.

TO INSTALLATION OF

PRIOR TO INSTALLATION

GYPSUM BEFORE BACKFILLING

HOLE TO BE DUSTED WITH

NOTES:

THOROUGHLY MIXED 

APPROVED BACKFILL;

SUBGRADE

ROOTBALL BELOW FIN. GRADE

ROOT BALL CROWN TO BE 

SHALL BE FORMED AROUND

A SHALLOW BASIN 2" DEEP

FINISH GRADE

NATIVE GRADE OR

1" ABOVE FINISH GRADE

EQUAL EQUAL

LEGEND & PLANS

VARIES. SEE PLANT

TYP. PLANT-SPACING

OF PLANTS SHALL BE 8" MINIMUM

PLANTS @ EDGES TO BE SPACED

FROM EDGE OF PLANTING AREA.

SPACING AT IRREGULAR EDGES.

INFILL PLANTS AS REQUIRED TO MAINTAIN

E

Q

U

A

L

E

Q

U

A

L

EDGE OF 

PLANTING

AREA

4.

OF "EQUAL" MAX.

2.

3.

SPACING (TRIANG) UNLESS OTHERWISE

INDICATED ON PLANS.

ALL PLANTS TO BE PLANTED @ EQUAL
1.

NOTES:

2 x DIAMETER

ROOTBALL

MIN.

APPROVED 

PREVAILING WINDS

WINDWARD

POLE STAKE

PLACED ON 

SIDE OF TREE

10' LODGE 

12-18''

BALL BELOW FINISH GRADE.

APPROVED BACKFILL;

THOROUGHLY MIXED PRIOR 

TREES PLANTED IN LAWN 

SHALL NOT HAVE BASINS.

TO INSTALLATION.

NATIVE GRADE OR

CERTIFIED COMPACTED

SUBGRADE

SHALL BE FORMED AROUND

THIS DETAIL APPLIES TO 

15 GAL & 24" BOX TREES

PRIOR TO INSTALLATION OF

SEE PLANTING SPECIFICATIONS

ROOT BALL CROWN TO EXTEND

A SHALLOW BASIN 2'' DEEP

1" ABOVE FINISH GRADE

TREES INSTALLED WITHIN TURF 

AREAS SHALL BE INSTALLED WITH 

'ARBOR-GARD' AT BASE OF TRUNK.

PLANT MATERIALS.

NOTES:

12"

OR

EQUAL

CINCH TIE 

FINISH 

GRADE

 FOR ADDITIONAL INFORMATION REFER TO PLANTING NOTES AND

SPECIFICATIONS.

NOTES:

CROWN OF ROOTBALL TO BE 1/2"-1" ABOVE FINISH GRADE.

2x DIA. OF ROOTBALL

FINISH GRADE

EDGE OF SLOPE BEYOND

A SHALLOW BASIN 2" DEEP

SHALL BE FORMED AROUND

ROOTBALL BELOW FINISH

GRADE ON DOWNWARD SIDE

BACKFILL IN ACCORDANCE WITH

PROJECT SPECIFICATIONS

ROOT BALL

NOT TO SCALE

SCALE:

1. CONTRACTOR, PRIOR TO ANY WORK WITHIN THE PARK, SHALL

MEET WITH THE OWNER'S REPRESENTATIVES TO FLAG AND

NUMBER ALL THE TREES WITHIN THE PARK. EACH TREE SHALL BE

ASSIGNED A UNIQUE NUMBER, AND OWNER'S REPRESENTATIVES

TO CONFIRM DISPOSITION (REMOVAL, RELOCATION, OR PROTECT

IN PLACE) OF TREE PRIOR TO ANY CONTRACTOR ACTIVITY

RELATED TO THE TREES. THE TREES MARKED FOR RELOCATION

SHALL BE INCLUDED ON A PLAN SHEET SHOWING THE EXISTING

AND PROPOSED LOCATIONS FOR EACH TREE. TREES SHALL BE

FLAGGED WITH COMPASS ORIENTATION.
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